
total height 670mm 
Width 280mm 
Depth 480mm 
Maximum treatment device work area 190mm × 320mm 
Z axis stroke 0 ～ 120mm 
Weight of machine 18kg 
Welding force  about   180kg 

total height 670mm 
Width 280mm 
Depth 298mm 
Z axis stroke 0 ～ 120mm 
Weight of machine 17kg 
Welding force about 180kg 
* Cutting ability 
  φ3mm bar
   0.5mm lamina material
  ( light metals material ) 

total height 550mm 
Maximum treatment device work area 330mm × 450mm 
Z axis stroke 0 ～ 100mm 
Weight of machine 
The heater and the thermostat are installed 13kg 
Welding force about 100kg
 
* The heating temperature corresponds by the specification.
 
* The heater and the thermostat are installed
  in the hand press machine.
  It is possible to correspond also to plastic & metal and
  the press-fitting process. 
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* Address in Company *

2-402-3Yashio-city,
Saitama, 340-0811 Japan

TEL : +81-48-996-3446
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Hand press machine 
(gear type)

(upgrade specification)

Hand press machine & manufacturing

Inquiry  email address
Business section ：  Syuji Kamata
Designing Division ：
data@kamata.tv

Hand press machine
( with heater & thermostat )

Light metals material 
(aluminum, brass, and copper)

cutting press machine

Rubber treatment device , 
treatment device , 

tools & treatment device , 
JIG manufacturer


